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( NEW  ITEM )  2005
 HDMI Digital Visual Cable        
High-Definition Multimedia Interface Cable for Visual Equipments  
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	HDMI Digital Visual Cable  (High-Definition Multimedia Interface Cable)


Features: * the FURUTECH HDMI Cable has successfully completed ATC Compliance testing at the HDMI Authorized Testing Center---Silicon Image.

* Main Wire used theα(Alpha) conductor( Silver platedμ–OFC) for ultra low transmission loss.

*HDMI Plug with α(Alpha) conductor and non-magnetism 24K Gold Plated, Body with Bronze 24K Gold Plated and non-magnetism, Sheath with Flexible PVC (Dark Green).

* 3 Lay Shielding appropriate for very superior high noise isolation. 

* Production Length:1M/2M/3M/5M/7M/12M/15M .

*α(Alpha) conductor is the fine PCOCC conductor /μ–conductor orμ–OFC conductor wire strands and treated byα(Alpha) process. 
  Specifications ：Construction and Material of Cable

[image: image2.jpg]Insulation3: HDPE, #0.7+0.05,black/red/white/grey/purple
Conductor3: 7/0.127 tinned copper

Conductor1: 1/0.45 silver plated copper

Insulation1:FPE ¢1.25+0.05, 4 Pair

white/white+green strip,white/white+blue strip
white/white+red strip,white/white+black strip

Conductor2: .7/0.127 tinned copper,

Insulation2: HDPE, ©0.7+0.05, yellow/orange 1Pair
Shield1: Al foil Mylar (501-016)
Shield2: Al foil Width=22mm

Shield3: 24/10/0.10 tinned copper, braiding
Drain: 7/0.127 tinned copper
Jacket:PVC(204—2427-58),green

Cable construction
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1. 100% open & short test

2. Conductor resistance: 2 Ohm(max.)

3. Insulation resistance: 50M Ohm/DC300V.3s (min.)

4. Differentlal mode Impedance: 100£15 Ohm, assembly
100+10 Ohm, cable

§. Signal pairs attenuation: =<8 dB, 300 KHz to 826 MHz
=<21 dB, 825 MHz to 2.475 GHz
=<30 dB, 2475 GHz 0 4.125 GHz

6. Intra pairs skew: < 151 ps

7. Differential mode FEXT: >26 dB
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